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New In Store
	
	Vegabar 19 Pressure transmitter

		8 measurement ranges between 0 and 100 bar
	Customer specified maesurement ranges

between 0 and 100 bar
	Process temperature: -40 … 100 °C
	Accuracy: 0,5 %
	Materials, wetted parts: 316L
	Threaded connection: ≥ G½, ≥ ½ NPT
	Seal material: Seal material
	Protection rating: IP66/IP67
	Output: 4 … 20 mA
	Ambient temperature: -40 … 70 °C
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	Vegabar 18 Pressure transmitter

		7 measurement ranges between 0 and 25 bar
	Customer specified maesurement ranges

between 0 and 25 bar
	Process temperature: -40 … 100 °C
	Accuracy: 0,5 %
	Materials, wetted parts: 316L, Ceramic
	Threaded connection: ≥ G½, ≥ ½ NPT
	Seal material: FKM
	Protection rating: IP66/IP67
	Output: 4 … 20 mA
	Ambient temperature: -40 … 70 °C
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Product Categories
Product categories
	AC current / AC voltage meters, transmitters (6)
	Cabinet (34)
	Cabinet / AC current / AC voltage meters, transmitters (4)
	Cabinet / Galvanic isolators (6)
	Cabinet / Intrinsically safe isolators, power supplies (15)
	Cabinet / Limit switches (1)
	Cabinet / Multifunction power meters, transmitters (2)
	Cabinet / Overvoltage protectors (1)
	Cabinet / Power supplies (0)
	Cabinet / Process indicators (0)
	Cabinet / Temperature / resistance potentiometer meters, transmitters (5)
	Control Panel (15)
	Control panel / AC current / AC voltage meters, transmitters (2)
	Control panel / Dose controllers, tachometers, clocks (1)
	Control panel / Multifunction power meters, transmitters (1)
	Control panel / Power supplies (0)
	Control panel / Process indicators (6)
	Control panel / Pulse collectors (1)
	Control panel / Temperature / resistance potentiometers, transmitters (3)
	Dose controllers, tachometers, clocks (4)
	Egyéb (0)
	Field (17)
	Field / Dose controllers, tachometers, clocks (3)
	Field / Intrinsically safe field terminal (0)
	Field / Pressure, differential pressure meters, transmitters (9)
	Field / Process indicators (4)
	Field / Temperature meters (1)
	Galvanic isolators (6)
	Intrinsically safe dose controllers, tachometers, clocks (4)
	Intrinsically safe field terminal (0)
	Intrinsically safe isolators (1)
	Intrinsically safe isolators, power supplies (15)
	Intrinsically safe isolators, power supplies (0)
	Intrinsically safe NAMUR contact isolators (11)
	Intrinsically safe output power supplies (1)
	Intrinsically safe pressure, differential pressure meters, transmitters (4)
	Intrinsically safe process indicators (2)
	Intrinsically safe temperature meters (2)
	Intrinsically safe temperature, resistance transmitters (1)
	Limit switches (1)
	Multifunction power meters, transmitters (3)
	Overvoltage protectors (1)
	Power supplies (2)
	Pressure, differential pressure meters, transmitters (9)
	Process indicators (11)
	Pulse collectors (1)
	Temperature / resistance potentiometer meters, transmitters (10)
	Temperature meters (1)



Popular Products
	
	DT1102 Switch Selectable Input-Output Galvanic Isolator

		Selectable input/output ranges with front panel switches:

0-20 mA / 4-20 mA / 0-10 V / 2-10 V input

0-20 mA / 4-20 mA / 0-10 V / 2-10 V output
	3 way isolation
	20 VDC transmitter supply on the input for two wire transmitters
	Non-linearity: < 0.01%
	Temperature-coefficient: 25 ppm / °C typ.
	24 V ± 10% DC,

230 V ± 10% AC/DC power supply
	TS-35 rail mounting, 12.5 mm width
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	DT420 E Process Indicator

		Display in engineering units
	4-20 mA loop-powered
	3 1/2 digit LCD display
	15.2 mm character height
	Easy on site configuration
	IP 65 (front) and IP 30 (rear) protection
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	DT1000 I4 Temperature Transmitter

		Pt 100 input
	3 or 4 wire measurement
	-200 – +600 °C measurement ranges
	Two wire 4-20 mA transmitter
	0.2 °C accuracy
	875 uA measuring current
	TS-35 rail mounting, 12.5 mm width
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	DT1005 I4 Resistance / Potentiometer Transmitter

		Resistance / potentiometer inputs
	3 or 4 wire measurement
	0-10000 ohm measurement ranges
	Two wire 4-20 mA transmitter
	0.05% accuracy
	TS-35 rail mounting, 12.5 mm width
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